


Hologram registration is optional at extra cost. An air powered foil 
separation system is incorporated into the design for ultimate flexibility
and reliable results with a complete range of hot stamping foils. A small
compressor supplied with the machine powers the air separation system. 

Hologram Registration System
The POISE™ machine houses a unique and robust impression
mechanism, which incorporates a removable die plate. The security dies
are fixed to the die plate, which are customer specified and positioned to
suit their own application and areas to be foiled on their documents. The
POISE machine can be programmed to carry out multiple stamps of the
same image on the same document as well as applying more than one
feature at a time. The die plate is removable from the right hand side of
the machine by means of a security door, the die plates are 
interchangeable therefore allowing for different jobs or spare security
dies to be ready mounted for use in the machine. 

Impression Unit
The Press houses a robust and unique impression mechanism
automatically compensating for differing thickness' of documents e.g. A
certificate, plastic card and passport can be handled without changes to
the impression mechanism. This incorporates a removable die and make
ready plate. The dies are customer specified and presented in either 
portrait or landscape to suit their own application and areas to be foiled
on their documents. The die is removable from the front of the machine
after first removing the security guard, the dies are interchangeable
therefore allowing for different jobs or spare security dies to be ready for
use in the machine, providing quick and efficient die changes.

Typical Production Examples

Example 1:
University Certificate, A4 size document hand fed, 50 certificates
per day requiring a 25 x 25mm registered hologram and Datafoil area
measuring 15 x 100mm.
Heat up cycle : 5 Minutes
Hand feeding 50 documents : 15 minutes
Maintenance
Foil changes : 2 per year (15 Minutes each)
Make Ready Changes : 4 per year (15 Minutes each)
Machine Overhaul : 12 monthly

Example 2:
Sprocket Fed Cheque Stationary, 4" Repeat, 2000 cheques per
day requiring a 25 x 25mm Registered hologram and 15 x 100mm
Datafoil area.
Heat up cycle : 5 Minutes
Sprocket feeding 2000 Cheques : 60 Minutes

Maintenance
Foil changes : Every 9 production days (15 Minutes each)
Make Ready Changes : Every 5 production days (15 Minutes each)
Machine Overhaul : Six monthly 

Technical Specification
Document Handling
Maximum Speed 300 to 2000 impressions per hour depending upon
POISE™ machine settings and feed method



Maximum Paper Size 210mm x 297mm recommended
241mm wide tractor fed inc. sprockets
Maximum Paper Thickness 3mm 

Foil Handling
Maximum foil impression area 210mm x 127mm in one impression
Maximum foil width 216mm
Maximum foil roll 100mm diameter
Maximum foil waste collection 100mm diameter
Foil core size 25.4mm
Number of foil rewinds 1 (additional rewind at extra cost)
Number of hologram registration 1 (optional at extra cost)
Hologram positional tolerance +/- 0.5mm
Hologram Registration Mark 5mm x 5mm Bi-directional centered on
image (recommended) 

Heating
Temperature range 0-200 degrees centigrade
Temperature sensors 2
Heat-up cycle time 5 minutes
Die height 6.35mm 

General
Dimensions approximate 550mm (H) x 530mm (W) x340mm (D)
Weight (kg) 93kg
Machine power supply 1 phase 220 - 240v 50Hz
Duty Cycle Continuously rated


